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MA-FRA cannot be held liable for handling of the product or use not compliant with its type of use. The 
recommendations provided are not strict rules: therefore please consult the Technical Office who will 
gladly advise you on use of this product, suited to your particular requirements. 
. 

FALLOUT IRON REMOVER 
QUICK DECONTAMINANT FOR RIMS AND BODYWORK 

REMOVES FERROUS RESIDUES AND DUST FROM BRAKES RESTORES THE SHINE OF 
RIMS AND BODYWORK 

AREA OF APPLICATION 
Ferrous contamination on bodywork or that has penetrated the paint on the wheels is impossible 
to eliminate using traditional cleaning methods. Our “Fallout Remover” has been specially 
developed to eliminate dirt that traditional wheel cleaners cannot. The product is highly effective 
and acid free; ideal for all steel and light alloy wheels, as well as on chrome and polished wheels. 
Its innovative formula chemically converts and dissolves ferrous residues that have penetrated 
the paintwork, creating a purplish solution that is safe and easily rinseable. The product is non-
toxic, pH balanced and can be used on the bodywork, on cars which have been parked near train 
or tram stations, for example. The product has a characteristic sulphur odour, so we 
recommend using it in a well-ventilated external environment. 

CHARACTERISTICS 
Physical characteristics: 
pH value at 20°C:  
Density at 20°C: 
Solubility in water:  

Yellow fluid 
5
1,05g/cm³ 
Fully miscible 

INSTRUCTIONS FOR USE AND DILUTION 
To decontaminate wheels:  

1. Spray the “Fall-Out Remover” onto the wheel and leave it to act for approximately 3-4
minutes without allowing the surface to dry. Its innovative formula reacts with the ferrous
particles on the wheel, dissolving them. As it acts, it turns its characteristic purple colour,
which simultaneously dissolves and degreases deep into the treated surface.

2. Use a brush to remove any deep-lying dirt between the spokes and in any difficult to
reach spaces, then proceed to rinse the wheel with plenty of water and dry with a
microfiber cloth.

3. For optimal decontamination of extremely dirty wheels, it is best to carefully use our
“Wheel and Tyre Cleaner” first.

4. Avoid letting the product come into contact with cast-iron-rich brake callipers.
5. DO NOT USE ON ANODISED ALUMINIUM RIMS OR HOT SURFACES

To decontaminate bodywork: 
1. Wash and dry the car.
2. Spray the product, panel by panel, at a distance of 60 cm for wide-ranging action and

rinse. Do not let the product dry on the paintwork..

CONTENT 
Anionic surfactants, non-ionic surfactants, perfumes <5 

BIODEGRADABILITY 
The surfactants contained in this formula are confirmed to the biodegradability rules established 
on the regulation (CE) n°648/2004 related to detergents. 

AVAILABLE FORMATS 
500, 1000mL bottle – 4,5L, 20Kg jerry can 
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